
HAWK - HPM....
Cutout: ø26mm

VOLTAGES: 9 TO 28V DC (standard)
ON SPECIAL ORDER: (32V, 36V, 48V, 60V AC/DC)(110V, 220V AC)
PLEASE NOTE: Continuous or pulse tone must be specified when ordering

ON SPECIAL ORDER:
(32V, 48V, 75V AC/DC)
(110VDC, 115V, 240V, 400V or 600VAC)

•Colour : Red
• High sound output, 101dB @ 1 metre.
• Continuous & pulsed modes.
• IP 65
• Panel mounted.
• Low current consumption (8mA on 12V DC & 18mA on 24V DC).
• Weather protection (achieved by complete encapsulation of the   
                                     electronic circuit)

Very loud & continuously rated.It is far 
superior to the wind-up mechanical 
version in that it cant jam up with dust or 
burn out.
The EAGLE has 24 different tones, switch
selectable, and multiple units can be
synchronised to "woop" together.

EBM 24V DC(9-28 Volt DC) EBM 220V AC(110-240 Volt AC)

• Colour : Red
• High sound output, 111dB @ 1 metre
• Fast & slow sweep
• IP 65
• Conduit or wall mounting
• Waterproof (it will work underwater)
• Low current consumption (8mA on 12V 
DC,18mA on 24V DC & 35mA on 240V AC)

EAGLE - EBM....

Also available as telephone line ringer for
connection to telephone extensions
(Non Telkom approved) BASE FITS BOTH EBM 24V & 220V

SHALLOW BASE

IP 65
DEEP "CONDUIT" BASE
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HATARI - HATECO - 24D
• 102dB @ 1m, Volume control.

• Includes locking system, 

• Low frequence fire tone to B.S.

• Other tones available

• Economy sounder

VOLTAGE: 
24V DC

Side view
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ASTOUNDER - ASTBM-24D
• High sound output, 105dB @ 1metre
• Low current consumption
• 16 user selectable tones
• Automatic synchronisation
• Volume control
• IP43 (IP65 with conduit base)
• Overide tone
• Custom tones

DIMENSIONS: SHALLOW BASE - 75mm deep x 120mm wide x 100mm high
                        DEEP BASE - 90mm deep x 120mm wide x 100mm high

Othervoltages illw
 be available soon 

© 2007 Mimic Group

ECONOMIC SOUNDERS

• VOLTAGES: 12 & 24VDC (Standard)

ASTROBE 
Sounder/Strobe Combo 

also available



?Colour : Red 

?Material Of Case : Abs

?Auto Synchronised Sound Output

? For operating parameters see table below.
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  R

All sounders are available as sounder / beacon combination units using the L101 beacon

ECONOMIC SIRENS

SRN-WS

? Economical, compact & light weight 
??Volume control?
? 5 - Tones switch selectable
? 98-108dB @ 1m
? Body standard colour: Red
? Material: ABS

? Clear sound tones that ensure accurate
   signal transmission even in noisy
   environments
? Volume control
? 5-Tones switch selectable
? 108-115dB @ 1m
? Body standard colour: Red
? Material: ABS

SEN25-WS

Model Built in sounds dB Rated V Voltage/
current Weight

SRN
98dB/
108dB

DC12V DC12V/0.270A

DC24V DC24V/0.220A DC-0.72Kg

AC110VAC110V/0.068A AC-0.98Kg

AC220VAC220V/0.034A

WS  5 Warning sounds

Model Built in sounds dB Rated V Voltage/
current-SEN15 Weight

SEN25 108dB/
115dB

DC12V DC12V/0.310A

DC24V DC24V/0.510A DC-0.95Kg

AC110VAC110V/0.102A AC-1.23Kg

AC220VAC220V/0.051A

WS  5 Warning sounds

Built in Sounds Ch Sound Tone

 5 Warning sounds

Ch1           (Fire(WAIL)Sound)
Ch2           (Emergency(YELP)Sound)
Ch3           (Ambulance PI-PO(HI-LOW)Sound)
Ch4           (Machinery Fault(PI-PI-PI-PI Short interval)
Ch5           (High-Expansion Foam Release, PI~Continous)

Built in Sounds Ch Sound Tone

 5 Warning sounds

Ch1           (Fire(WAIL)Sound)
Ch2           (Emergency(YELP)Sound)
Ch3           (Ambulance PI-PO(HI-LOW)Sound)
Ch4           (Machinery Fault(PI-PI-PI-PI Short interval)
Ch5           (High-Expansion Foam Release, PI~Continous)
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